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  Code W   lm

5W

  M40.HPB.7W927  6W  414  15 ° /  24° / 36°

  2700K - CRI  90

  Optic  Source

SMD

  6W  414

  3000K - CRI  90

SMD

  6W  414

  4000K - CRI  90

SMD

 W   lm

10W

  12W  871

  2700K - CRI  90

  Source

SMD

  12W  871

  3000K - CRI  90

SMD

  12W  871

  4000K - CRI  90

SMD

High Point F
Biały / White Czarny / Black
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  Code  Optic

  M40.HPB.7W930

  M40.HPB.7W940

  M40.HPB.15W927

  M40.HPB.15W930

  M40.HPB.15W940

 15 ° /  24° / 36°

 15 ° /  24° / 36°

 15 ° /  24° / 36°

 15 ° /  24° / 36°

 15 ° /  24° / 36°

  Code W   lm

8W

  M40.HPB.7W927  12W  853  15 ° /  24° / 36°

  2700K - CRI  90

  Optic  Source

SMD

  12W  853

  3000K - CRI  90

SMD

  12W  853

  4000K - CRI  90

SMD

 W   lm

16W

  24W  1645

  2700K - CRI  90

  Source

SMD

  24W  1645

  3000K - CRI  90

SMD

  24W  1645

  4000K - CRI  90

SMD

  Code  Optic

  M40.HPB.7W930

  M40.HPB.7W940

  M40.HPB.15W927

  M40.HPB.15W930

  M40.HPB.15W940

 15 ° /  24° / 36°

 15 ° /  24° / 36°

 15 ° /  24° / 36°

 15 ° /  24° / 36°

 15 ° /  24° / 36°
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Krzywa rozsyłu światłości / Light distribution curves
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